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1.0 INTRODUCTION – Establishment of Groundwater Well Mitigation Program. 

 
Sustainable management criteria identified in each of the Tule Subbasin Groundwater Sustainability Agencies’ (GSAs) 
Groundwater Sustainability Plans (GSPs) have been developed to address significant and unreasonable impacts to agricultural, 
municipal, and industrial beneficial uses of groundwater.  However, analysis based on available data suggest that numerous 
shallow domestic wells and potentially other wells may be impacted during the Sustainable Groundwater Management Act 
(SGMA) GSP implementation period between 2020 and 2040 as a result of continued lowering of groundwater levels during 
this period.  Wells, land use, property, and infrastructure may also be impacted from land subsidence and changes in 
groundwater quality during this period.   
 
The Subbasin has been in overdraft for many years resulting in a significant lowering of regional and local groundwater levels.  
The GSPs are designed for the Subbasin to reach sustainability by 2040 and beyond.  However, until sustainability is reached, 
some level of continued groundwater level decline and land subsidence is expected in areas of the Subbasin while the GSAs are 
in the process of implementing projects and management actions to achieve sustainability by 2040.  The purpose of the GSAs’ 
Mitigation Programs is to mitigate those wells, critical infrastructure, and land uses that are adversely affected by declining 
groundwater levels, land subsidence, and changes to groundwater quality while the GSAs reach sustainability. 
 
As part of revisions to the Tule Subbasin Groundwater Sustainability Plans (GSPs) and Coordination Agreement approved by 
the Groundwater Sustainability Agencies (GSAs) within the Tule Subbasin, the GSAs each agreed to develop mitigation plans to 
address significant and unreasonable impacts to beneficial uses of groundwater during the sustainability transition period 
between 2020 and 2040.  The revised Tule Subbasin Coordination Agreement submitted in July 2022 included a Mitigation 
Program Framework as Attachment 7, which outlined the general standards that each GSA would commit to in developing 
their respective Mitigation Programs.   The GSAs further committed to completing the mitigation claims process for 
domestic and municipal wells by December 31, 2022 and all other aspects of the Mitigation Programs by June 30, 2023.  The 
Mitigation Framework is attached to this policy as Attachment 1. 
 
 
1.1 Purpose and Scope 
 
Thomas Harder and Company prepared a Technical Memorandum, attached as Attachment 2, to provide the minimum 
technical requirements for use by each Tule Subbasin GSA to address claims of impact from lowered groundwater levels 
associated with GSP-/GSA-approved or authorized activities. In consideration of the technical information provided 
therein, and in accordance with the Mitigation Framework in the Coordination Agreement, each GSA Mitigation Program will 
identify the specific criteria and processes for mitigating claims of impact caused by  pumping within their respective GSA 
boundaries. The purpose of this policy is to establish a Mitigation Program for the Lower Tule River Irrigation District GSA 
and Pixley Irrigation District GSA consistent with the Mitigation Framework (Attachment 1) and the Harder Technical 
Memorandum (Attachment 2). 
 
2.0 GROUNDWATER WELL LEVEL IMPACT – MITIGATION CLAIM PROCESS 
 
The Mitigation Program allows for domestic, industrial, municipal, and certain agricultural well owners adversely affected 
by groundwater level impacts to file a claim with the GSA in which the well is located.  The process for receiving and 
investigating claims of groundwater level impact is set forth in sections 2.1 through 2. Is shown in Attachment 3, Groundwater 
Level Impact Claim Process – Investigation Phase.  For groundwater levels, an “impact” is defined as  the  inability  of  a  well  
owner  to  pump  groundwater of sufficient quantity to meet their water supply needs due to lowered groundwater  levels 
resulting from Tule Subbasin GSP-/GSA-approved or authorized activities.  The impact must be realized after January 
2015.  Responsibilities of the claimant are shown in green, and responsibilities of the GSA are shown in blue in Attachment 
3.  Decision points are shown in orange.   
 



 

 

All claims will be investigated and evaluated within 45 days of receipt of the claim.   
 
 
2.1  Filing a Claim 
 
The claim process starts with the affected party (“Claimant”) filing a claim with the GSA in which the party’s well is located, or 
in which the Claimant asserts the activity was the cause of the Claimant’s impacts.    The claim will be filed  using  a  form  
like  that  provided  in   Attachment 5 -Impact Claim Form. 
 

 Claim forms will only be accepted for claim impacts occurring after January 1, 2023  
 Claims can only be filed by the owner of the well 
 Claim forms will only be accepted on wells that were in existence and actively in service as of December 31, 2022. 
 Wells older than 25 years (per IRS depreciation schedules) will not be eligible for mitigation 
 

 
To process a claim, the Claimant must provide some basic information on the Impact Claim Form to enable further 
investigation of the claim, including:  
  

a) The Claimant’s name and contact information, 
b) The type and location of the well, 
c) Request for interim water supply, 
d) Well construction information 
e) Pump information 
f) description of the issue with the well, and   
g) The applicant’s signature.   

 
The filing of a claim will require that the Claimant provide access to the well to verify the claim.  In signing the impact 
claim form, the Claimant agrees to release all data associated with the well and provide access to the well for inspection by a 
GSA technical representative.  Denial of access to the well for inspection by the GSA will result in denial of the claim.   
 
2.2 Impact Assessment 
 
2.2.1.  Technical Review and Verification of Claimant-Provided Data 
A GSA technical representative will review all available information provided by the Claimant for the affected well prior to 
inspection in the field.  Data to be reviewed will include, but not limited to:   
 

a) The CDWR driller’s log,   
b) Information on date the well was constructed,   
c) Well construction information (casing diameter, casing depth, perforation interval),   

Available downhole video surveys,   
d) Historical groundwater levels,   
e) Pump type and intake depth,   
f) Motor size,   
g) Pump age,   
h) Typical discharge rate,   
i) Last pump test date,   
j) Last service date,   
k) Last static and pumping groundwater levels, and   
l) Information on the nature of the problem.   
 

Based on a review of the available data provided by the Claimant, the GSA will determine whether the claim can be verified 
based on the data.   
  
Completeness of the dataset relative to the requested information will be reviewed for the following criteria, reliability of the 



 

 

data provided, the nature and status of the issue, and evidence of well impact due to GSP-/GSA-approved or authorized 
activities, as opposed to impact from other sources.  
  
If the completeness of the data supporting the claim can be verified based on available information, then the GSA technical 
representative will assess the claim pursuant to section 2.3.1, 2.3.2, or 2.3.3.  If not, a GSA technical representative will need to 
inspect the well and collect supplemental information.   The types of information to be collected will depend on the data 
available from the Claimant.   Determination of the extent of additional data collection necessary to verify the claim will be at 
the sole discretion of the GSA.     
In general, the minimum data to be collected in the field will include:   

 
•    Well name   
•    Pump size (horsepower)   
•    Casing type and diameter   
•    Static groundwater level   
•    Discharge rate   
•    Pumping groundwater level   

 
The owner or owner’s representative authorized to operate the pump will be asked to be onsite at the time of inspection to 
operate the pump.  The GSA technical representative will record observations from the inspection.    If a driller’s log or 
other information is not available to confirm the total depth and condition of the well and if the pump intake depth cannot be 
confirmed from available information, it may be necessary to have the pump removed from the well and conduct a downhole 
video survey.   Removing the pump will enable the GSA technical representative to measure the column pipe and thus confirm 
the pump intake depth and inspect the condition of the pump.  The video log will enable inspection of the condition of the 
casing and perforations and confirm the perforation interval, total depth, and static groundwater level of  the  well.    Upon 
completion of the investigation, the contractor will be required to reinstall the pump and reestablish all connections.   If the 
pump was operating prior to removal, the contractor will be required to demonstrate that the pump is functioning properly 
after reinstallation.  A sounding port or flow meter may also be installed to collect pumping water level data or discharge 
rate data, respectively.  The GSA will fund the contractor to remove the pump and conduct the video survey.  If the claim is 
ultimately denied, the claimant will reimburse the GSA.  The GSA require the well owner to sign a release of liability for any 
damage to the  pump, pump column, or well resulting from removal of the pump and conducting the video   
log.   
 
 
•     
•     
 
2.2.2 Evaluations of Claims of Groundwater Level Impacts 
 
Based on the analysis of data for the impacted well, the GSA technical representative will provide a recommendation to the 
Groundwater Planning Commision whether the well qualifies for mitigation.   In making the recommendation, the GSA 
technical representative will consider primarily that the foundational premise of the Mitigation Program, as it relates to 
groundwater levels, is to address impacts to domestic, municipal, industrial, and agricultural wells from GSP-/GSA- 
approved or authorized activities.  As SGMA does not require the GSAs to address impacts prior to January 2015, only impacts 
associated with groundwater level declines after this time will be considered.     
 
The graphic in Attachment 4 provides a basis for evaluating claims based on the data provided by the Claimant or collected by 
the GSA.  As shown, Examples 1 and 2 illustrate groundwater level impacts that would qualify for mitigation.  Example 1 is 
a case where the static groundwater level is below the 2015 groundwater level and the pumping groundwater level, at the 
historical discharge rate, is within 10 feet of the bottom of the well.  In Example 2, the static groundwater level is 
measured below the 2015 groundwater level and the pumping groundwater level, at the historical discharge rate, has dropped 
to within 20 feet of the pump intake.  In both cases, the lowered groundwater levels can be attributed to transitional 
pumping overdraft and there is no option to restore the water supply without mitigation.  The evaluation should consider 
whether there is adequate separation between the pump intake and the bottom of the well (e.g., 10 feet) and whether there is 
adequate pump submergence (e.g., 20 feet).   
 



 

 

Examples 3 through 6 on Figure 2 illustrate cases where the well impact is not associated with lowered groundwater levels 
from GSP-/GSA-approved or authorized activities.  In these cases:   

• The pumping groundwater level would have already been below the bottom of the well   
before January 2015 (Example 3),   

• The pumping groundwater level would have already been below the bottom of the pump   
intake before January 2015 (Example 4),   

• The static groundwater level would have been below the pump intake prior to January 2015   
(Example 5),   

• The pump is not functioning for reasons other than groundwater level decline (e.g.   
mechanical failure) (Example 6).   

 
In many cases, it is anticipated that a static groundwater level measured in the impacted well from January 2015 will not be 
available.  For those cases, the reference January 2015 static groundwater level will be inferred from a groundwater level 
contour map generated based on available data from other wells measured at that time.  Separate groundwater contour maps 
will be generated for the Upper and Lower Aquifers.  The reference static groundwater level will be assigned from the contour 
map of the aquifer in which the well is predominantly perforated.   
 
There are other factors, independent of lowered groundwater levels, that can cause a well to stop functioning, such as pump 
mechanical failure due to age or malfunction, holes in the well casing allowing sand into the pump intake, holes in the pump 
column associated with corrosion and wear, excessive plugging of screens due to lack of maintenance (e.g. well rehabilitation), 
and others.  All these factors will need to be taken into consideration when assessing the need for mitigation.   
 
Other factors to be considered when evaluating a claim will include, but are not limited to: 
 

 If the Claimant is asserting an impact to an agricultural well, and the Claimant has been utilizing groundwater under a 
transitional pumping allocation, or otherwise contributing to transitional overdraft, the GSA will reject the claim.  This 
includes claims where a well is being used for both domestic use and irrigation. 

If the relative contribution to the problem by the claimant, or by neighboring property owner actions or other overdraft results 
are not attributable to the GSP, the claim is not eligible for mitigation.  If the problem is being caused by specific neighboring 
well issues, a claimant may be able to pursue corrections through the civil court process and will be so advised. 
 
If the GSA Technical Representative recommends that the impact is eligible for mitigation, a specific mitigation measure as 
described in Section 3 will be considered for recommendation. 
 
2.23  GSA Consideration of Technical Representative Recommendation 
The Technical Representative Recommendation will be submitted to Groundwater Planning Commission (GPC). The GPC is 
delegated authority by the GSA Governing Body to determine whether to accept claims, and to determine mitigation measures.  
Claimant has right to appeal GPC decisions to the GSA Governing Body. 
 
Decisions by the GPC or the GSA governing body to accept a mitigation claim is not an acceptance of liability and shall not be 
a legal determination of any parties’ rights.  The Mitigation Program is provided as an administrative action to further the goals 
and objectives of the GSP and SGMA in general. 
 
 
 
2.3  IDENTIFICATION OF MITIGATION MEASURES FOR ACCEPTED CLAIMS 
 
In the event that, under the Impact Assessment process, the GSA determines that GSA or GSA-allowed activities have had an 
impact on an existing well (i.e., impacts related to post-2015 overdraft), the GSA will implement a mitigation measure(s) for 
the existing well. Mitigation measures that could be adopted to address impacts attributed to the GSA allowed activities could 
include the following: 
 
•     Providing a short-term emergency interim water supply to domestic well owners. Short-term   
emergency supplies shall be provided as soon as reasonably possible, but in all cases   



 

 

within 14 days of notification to the GSA of such needs.    
•     Providing funds to lower a well pump.    
•     Providing funds to complete a connection to an M&I water provider.    
•     Supplying an equivalent water supply from an alternate source.    
•     Providing funds to replace the affected well with a deeper well that meets state and local   

requirements; or with the consent of the affected landowner, providing other acceptable mitigation. 
 The GSA require the well owner to sign a release of liability for any claims following mitigation implementation 
 
Factors to be considered when determining the level of mitigation include, but are not limited to, the following: 
 Well age – mitigation measures may be prorated based on well age, per manufacturer well life specifications 
 Well depth – mitigation measures may be prorated, per linear foot, based on the depth the current well is drilled to vs. the 

depth a new well needs to be drilled to. 
 
Mitigation measures will be determined by the GPC, on recommendation of the technical representative, .  Once a longterm 
solution is identified and offered by the GSA, if it is not accepted by the claimant within 30 days, the claim will be denied and 
not eligible for a future claim to be filed.     
 
 
2.3.1   Provision for Interim Water Supply   
 
The claim process allows for the provision of an interim water supply should the Claimant request it.  The interim water supply 
is meant to provide water to the applicant while the claim is investigated and prior to arranging a more permanent 
mitigation.   If a claim is denied, it no longer qualifies for the provision of an interim water supply. Potential sources of interim 
water supply include (but are not limited to):  
  
•    Trucking water   
•    Connecting to the water supply of a neighboring landowner   
•    Obtaining a temporary/permanent connection to the municipal water supply system   
 
 
•    The GSA will fund the interim water supply or refer the claimant to existing programs that provide short term water 
supplies. If the claim is denied by the GSA, the cost is subject to reimbursement by the Claimant.     
 
2.3.2   Evaluation of Potential for Municipal Water Supply Connection   
 
In some urban areas of the Tule Subbasin, impacted domestic or industrial wells may be in close proximity to existing 
municipal water supply infrastructure.  If so, the GSA will contact the local municipality, on behalf of the Claimant, to 
determine the feasibility of connecting the Claimant to the existing municipal water supply system.  If a connection is 
feasible, the Claimant will be provided with a contact person at the municipality to arrange the connection to the municipal 
system.  For those claims that can be satisfied through a municipal water supply connection, the GSA will waive all well 
inspection requirements.  However, the Claimant must agree to allow the GSA to destroy or properly abandon the impacted 
well, in accordance with California Department of Water Resources requirements and County of Tulare regulations. 
 
 
•    The GSA, or other existing program that provides short term water supplies, wi l l  continue t o  f und  the interim water 
supply to the Claimant, until the connection to the municipal system is complete   
•    GSA, municipality, and Claimant will work together to determine cost share funding to connect the Claimant to the 
municipal water system a n d  the cost to destroy the impacted well   
 
If the Claimant refuses to connect to the municipal water system, the Claimant will be required to allow the GSA to inspect the 
well in accordance with Section 2 herein. 
 
2.3.3 Assistance for Claimants Whose Claims have been denied   
 



 

 

For claimants who have denied claims, the GSA will provide references to other local, county and state programs that provide 
solutions.  
 
3. Subsidence Mitigation 
 
Section to be developed by June 30, 2023 
 
4. Water Quality Mitigation 
 
Section to be developed by June 30, 2023 
 
5.0 Funding Plan 
 
The GSA will develop a budget and reserve account for in order to implement this plan.  It is anticipated that the funding for 
the budget and reserve account will come from Transitional Fees collected by the GSA. 
 
6.0 Reporting and Monitoring of Plan Implementation 
  
 The GSA will monitor mitigation implementation activities on an ongoing basis.  Mitigation Plan implementation and 
actions will be included in the GSA’s annual GSP update to the Department of Water Resources. 
 
 
ATTACHMENTS 
Attachment 1 – Mitigation Program Framework, Coordination Agreement Attachment 7 
Attachment 2 – Thomas Harder and Company Technical Memorandum – Technical Requirements for Addressing Impact 
Claims from Groundwater Levels for Tule Subbasin Groundwater Sustainability Agencies 
Attachment 3 – Groundwater Level Impact Claim Process – Investigation Phase Flow Chart 
Attachment 4 – Groundwater Level Impact Claim Process – Evaluation Examples 
Attachment 5 – Claim Form 
Attachment 6 - Well Inspection Form 
Attachment 7 - Release of liability forms 
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MITIGATION PROGRAM FRAMEWORK 

COORDINATION AGREEMENT ATTACHMENT 7 
Framework for GSA Mitigation Programs to Address  

Groundwater Levels, Land Subsidence and Groundwater Quality Impacts 
 
Introduction 
 
Sustainable management criteria identified in each of the Tule Subbasin Groundwater 
Sustainability Agencies’ (GSAs) Groundwater Sustainability Plans (GSPs) have been developed 
to address significant and unreasonable impacts to agricultural, municipal, and industrial 
beneficial uses of groundwater.  However, analysis based on available data suggests that 
numerous shallow domestic wells and potentially other wells may be impacted during the 
Sustainable Groundwater Management Act (SGMA) GSP implementation period between 2020 
and 2040 as a result of continued lowering of groundwater levels during this period.  Wells, land 
use, property, and infrastructure may also be impacted from land subsidence and changes in 
groundwater quality during this period.   
 
The Tule Subbasin GSAs agree to each individually implement a Mitigation Program (Program) 
as needed to offset impacts associated with GSP-allowed activities, subject to the following 
framework and subject to the schedule provided herein.  The goal of this framework is to 
establish a standard for mitigation programs to be implemented by each GSA for the purpose of 
mitigating anticipated impacts to beneficial uses to a level that avoids the occurrence of an 
Undesirable Result. 
 
Each Mitigation Program may be extended or revised based on groundwater conditions in the 
future. 
 
Mitigation Program Framework 
 
The Subbasin has been in overdraft for many years, resulting in a significant lowering of regional 
and local groundwater levels.  The GSPs are designed for the Subbasin to reach sustainability by 
2040 and beyond.  However, until sustainability is reached, some level of continued groundwater 
level decline and land subsidence is expected in areas of the Subbasin while the GSAs are in the 
process of implementing projects and management actions to achieve sustainability by 2040.  
The purpose of the GSAs’ Mitigation Programs is to mitigate those wells, critical infrastructure, 
and land uses that are adversely affected by declining groundwater levels, land subsidence, and 
changes to groundwater quality while the GSAs reach sustainability. 
 
Each GSA shall include a Program as a project or management action identified in that GSA’s 
GSP, describing the following elements: 
 

a) Identification of Impacts to be Addressed by Mitigation Program 
 
Each Tule Subbasin GSA will adopt and implement a Mitigation Program to identify the specific 
needs for mitigation caused by pumping within the GSA’s boundaries.  Each GSA Mitigation 

John-Michael
Typewriter
Attachment 1 – Mitigation Program Framework, Coordination Agreement Attachment 7
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Program will separately identify the impacts to beneficial uses that the Program is intended to 
address.  Each GSA Mitigation Program must provide a claim process to address impacts to (i) 
domestic and municipal wells, (ii) agricultural wells, and (iii)  critical infrastructure.  Decisions 
to include or exclude impacted users from participation in a GSA’s Mitigation Program shall be 
supported by appropriate written technical data and analysis. 
 

b) Process  
 
For claims of impact to wells related to groundwater level declines, the process to be adopted by 
each GSA’s Mitigation Program may include:  
 

1) an application process by the well owner;  
2) data collection by the GSA to verify the claim;  
3) identification of suitable mitigation; and/or  
4) response to said affected user. 

 
For claims of impact to land uses from land subsidence, the process may include: 
 

1) an application process by the affected party; 
2) data collection by the GSA to verify the claim; 
3) identification of suitable mitigation; and/or 
4) coordination, as necessary, with said affected parties to implement the mitigation. 

 
For claims of impact to groundwater quality that is attributable to pumping allowed by a 
GSA/GSP, the process may include: 
 

1) an application process by the affected party; 
2) data collection by the GSA to verify the claim; 
3) identification of suitable mitigation; and/or 
4) coordination, as necessary, with said affected parties to implement the mitigation. 

 
SGMA requires GSAs and GSPs to measure sustainability from 2015 forward.  As a result, 
GSAs do not necessarily need to provide mitigation for impacts that occurred prior to January 1, 
2015. 
 
For those claims that are shown not to be related to GSP-/GSA-approved or authorized activities, 
the GSA will, to the extent possible, provide assistance to the affected party to identify programs 
for addressing their issue. 
 

c) Investigation  
 
Once a claim of adverse impact has been made to a GSA, whether it be for well, specific land 
use, critical infrastructure or groundwater quality issue(s), the GSA will investigate the claim. 
 
 
 

John-Michael
Typewriter
Attachment 1 – Mitigation Program Framework, Coordination Agreement Attachment 7



039287-000000 8492054.1  3 
 

d) Qualifications for Mitigation 
 
GSAs may determine whether to provide full or partial mitigation based on a user’s compliance 
with the GSA’s GSP, Rules & Regulations, and other laws or regulations.  For example, a user 
whose own pumping has caused or contributed to overdraft or damage to their own well may not 
qualify for mitigation under the Program.  Further, mitigation will be applied only to those 
claims that are shown to be attributable to GSP-/GSA-approved or authorized activities.  Each 
GSA’s Program will also address how claims that a GSA determines are caused by pumping 
outside the GSA’s boundaries will be addressed.  
 

e) Mitigation 
 
Once a claim of impact has been confirmed to be due to GSP-/GSA-approved or authorized 
activities, the GSA will identify suitable mitigation to alleviate the impact. 
 
For groundwater level impacts, this could be any of the following: 
 

1) Deepening the well; 
2) Constructing a new well;  
3) Modifying pump equipment; 
4) Providing temporary or permanent replacement water;  
5) Coordinating consolidation of the domestic well owner with existing water systems; 

or 
6) With the consent of the affected user, providing other acceptable means of mitigation. 

 
For land use impacts, this could be any of the following: 
 

1) Repair to canals, turnouts, stream channels, water delivery pipelines, and basins; 
2) Repair to damaged wells; 
3) Addressing flood control; 
4) Addressing other damaged infrastructure; or 
5) With the consent of the affected user, providing other acceptable means of mitigation. 

 
For groundwater quality impacts (due to groundwater management/actions), this could be any of 
the following: 
 

1) Adjusting groundwater pumping locations, rates, or schedules; 
2) Modifying project operations; 
3) Providing temporary or permanent replacement water; 
4) Coordinating consolidation with existing water systems; or 
5) With the consent of the affected user, providing other acceptable means of mitigation. 

 
Various factors may reflect the proper mitigation methods for the specific issue.  For example, 
age, location, financial impact to the beneficial user as a result of mitigation, and the beneficial 
user may reflect which mitigation measures are chosen by a particular GSA. 
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f) Outreach 
 
Public outreach and education will be separately performed during development of the 
Mitigation Program and prior to implementation by each GSA.   
 
Prior to implementation, extensive outreach will be needed to notify landowners of each GSA’s 
Program requirements and how they can apply for assistance.  Outreach may need to be 
performed in multiple languages as appropriate for each particular GSA.  Outreach methods 
could include workshops, mailings, flyers, website postings, Board meeting announcements, etc. 
 

g) Program Adoption Schedule  
 
Each GSA will formulate and implement a mitigation claims process for domestic and municipal 
use impacts  by December 31, 2022 and complete all other aspects of the Mitigation Program by 
June 30, 2023.  During Program development, the GSAs will conduct community outreach and 
refer landowners and others to available local programs as well as other resources and funding 
programs from the County, State, or non-profit organizations, including the Tule Basin Water 
Foundation. 
 

h) Mitigation Program Funding Source 
 
Each GSA will develop a funding mechanism for the Program, which is dependent on the specific 
GSA needs for specific expected impacted wells, critical infrastructure, and land uses within each 
GSA.  Funding is anticipated to be available for each GSA’s Mitigation Program through 
implementation of assessments, fees, charges, and penalties.  In addition, the GSAs will explore 
grant funding.  The State has many existing grant programs for community water systems and well 
construction funding.  County, state, and federal assistance will be needed to successfully 
implement the respective Mitigation Programs.  Each GSA may, separately or in coordination with 
other GSAs, also work with local NGOs that may be able to provide assistance or seek grant 
monies to help fund the Program. GSAs may act individually or collectively to address and fund 
mitigation measures.  
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 Thomas Harder & Co. 

1260 N. Hancock St., Suite 109 
Anaheim, California 92807 

 (714) 779-3875  

 

Technical  
Memorandum 

 

 

1 Background and Purpose 

In response to California Department of Water Resources (CDWR) comments to the Tule Subbasin 

draft Groundwater Sustainability Plans (GSPs) and Coordination Agreement, the Groundwater 

Sustainability Agencies (GSAs) each agreed to develop mitigation plans to address significant and 

unreasonable impacts to beneficial uses of groundwater during the sustainability transition period 

between 2020 and 2040.  The revised Tule Subbasin Coordination Agreement submitted in July 

2022 included a Mitigation Program Framework as Attachment 7, which outlined the general 

standards that each GSA would commit to in developing their respective Mitigation Programs.  

The GSAs further committed to completing the mitigation claims process for domestic and 

municipal wells by December 31, 2022 and all other aspects of the Mitigation Programs by June 

30, 2023. 

The purpose of this document is to provide the minimum technical requirements for use by each 

Tule Subbasin GSA to address claims of impact from lowered groundwater levels associated with 

GSP-/GSA-approved or authorized activities or unmanaged pumping.  In consideration of the 

technical information provided herein, and in accordance with the Mitigation Framework in 

Attachment 7 of the Coordination Agreement, each GSA Mitigation Program will identify the 

specific criteria and processes for mitigating claims of impact caused by pumping within their 

respective GSA boundaries. Each Mitigation Program must provide a claim process to address 

impacts to:  

(i) domestic and municipal wells,  

(ii) agricultural wells, and  

(iii) critical infrastructure.  

  

To: Tule Subbasin Technical Advisory Committee 

 

From: Thomas Harder, P.G., C.HG. 

Thomas Harder & Co. 

Date: 13-Dec-22 

Re: Technical Requirements for Addressing Impact Claims from Groundwater 

Levels for Tule Subbasin Groundwater Sustainability Agencies 
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Impacts may be related to one or more of the three sustainability indicators related to GSP-/GSA-

approved or authorized activities: 

1. Groundwater level declines 

2. Land subsidence, and 

3. Groundwater quality.  

This TM addresses impacts related to groundwater levels.1  Decisions to include or exclude 

impacted users from participation in a GSA’s Mitigation Program shall be supported by 

appropriate written technical data and analysis, as described herein.  In addition, this TM includes 

additional considerations, outside the technical requirements, for developing Mitigation Programs. 

Each Mitigation Program will document: 

1. Types of Impacts to be Addressed by the Mitigation Program 

2. A Process for Responding to Claims of Impact 

3. A Process for Investigating Claims 

4. Qualifications for Mitigation 

5. Types of Mitigation to Address Claims 

6. An Outreach Program Prior To and During Mitigation Program Development 

7. The Program Adoption Schedule 

8. Mitigation Program Funding Source(s) 

Mitigation will be applied only to those claims that are shown to be attributable to GSP-/GSA-

approved or authorized activities. 

2 Process Overview for Claims of Groundwater Level Impacts 

The Mitigation Program framework outlined in the Tule Subbasin Coordination Agreement allows 

for domestic, industrial, municipal, and certain agricultural beneficial users of groundwater 

suffering from significant and unreasonable impacts (as defined in the Tule Subbasin Coordination 

Agreement and Mitigation Program Framework) to file a claim with the GSA in which the well is 

located.  The overall process for receiving and investigating claims of groundwater level impact is 

shown on Figure 1.  For groundwater levels, a significant and unreasonable “impact” is defined as 

the inability of a beneficial user to pump groundwater of sufficient quantity to meet their water 

supply needs due to lowered groundwater levels resulting from Tule Subbasin GSP-/GSA-

approved or authorized activities.  The GSAs are not required to address impacts that occurred 

prior to January 2015.  Responsibilities of the claimant are shown in green and responsibilities of 

the GSA are shown in blue on Figure 1.  Decision points are shown in orange.  All claims will be 

investigated and evaluated within 45 days of receipt of the claim. 

 
1 Technical requirements for mitigation of impacts associated with land subsidence and groundwater quality will be 

addressed in separate Technical Memoranda. 
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2.1 Filing a Claim 

The claim process starts with the affected party (“Claimant”) filing a claim with the GSA in which 

the party’s well is located.  The claim will be filed using a form like that provided in  

Attachment 1.  To process a claim, the Claimant must provide some basic information to enable 

further investigation of the claim, including (but not limited to): 

• The Claimant’s name and contact information, 

• The type and location of the well, 

• Request for interim water supply, 

• Well construction information, 

• Pump information, 

• Historical operating and groundwater conditions for the well, 

• A description of the issue with the well, and 

• The applicant’s signature. 

GSAs may determine whether to provide full or partial mitigation based on a user’s compliance 

with the GSA’s GSP, Rules & Regulations, and other laws or regulations.  Further, mitigation will 

be applied only to those claims that are shown to be attributable to GSP-/GSA-approved or 

authorized activities. If the Claimant is pumping groundwater under a transitional pumping 

allocation, or otherwise contributing to transitional overdraft, a GSA may consider this fact in 

determining whether to accept or reject the claim.   

2.2 Provision for Interim Water Supply 

For claims not denied in Section 2.1, the claim process allows for the provision of an interim water 

supply should the Claimant request it.  The interim water supply is meant to provide water to the 

applicant while the claim is investigated and prior to arranging a more permanent mitigation.  

Potential sources of interim water supply include (but are not limited to): 

• Trucking water 

• Utilizing filling stations 

• Connecting to the water supply of a neighboring landowner 

• Obtaining a temporary/permanent connection to the municipal water supply system 

Considerations for each GSA Mitigation Program include: 

• Funding 

• If the GSA funds it, is the cost subject to reimbursement by the Claimant if the investigation 

finds that the issue is not associated with GSA activities or post-2015 overdraft?   
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2.3 Evaluation of Potential for Municipal Water Supply Connection 

In some urban areas of the Tule Subbasin (e.g. Porterville), impacted domestic or industrial wells 

may be in close proximity to existing municipal water supply infrastructure.  If so, the GSA will 

contact the local municipality, on behalf of the Claimant, to determine the feasibility of connecting 

the Claimant to the existing municipal water supply system.  If a connection is feasible, the 

Claimant will be provided a contact person at the municipality to arrange the connection to the 

municipal system.  For those claims that can be satisfied through a municipal water supply 

connection, the GSA may waive well inspection requirements.  However, the Claimant must agree 

to allow the GSA to destroy or properly abandon the impacted well, in accordance with California 

Department of Water Resources requirements and County of Tulare regulations, if it is in the 

GSA’s interest to do so.   

Considerations for each GSA Mitigation Program include: 

• Will the GSA continue the interim water supply to the Claimant, free of cost, until the 

connection to the municipal system is complete? 

• Who will fund the cost to connect the Claimant to the municipal water system (GSA, 

municipality, Claimant)? 

• Who will fund the cost to destroy the impacted well? 

If the Claimant refuses to connect to the municipal water system, the Claimant will be required to 

allow the GSA to inspect the well in accordance with Sections 2.4, 2.5, and 2.6, herein. 

2.4 Provision of Access to the Well for Inspection by the GSA 

Mitigation of any claim of impact not rejected in Section 2.1 and not mitigated in Section 2.3 

herein, will require that the Claimant provide access to the well to verify the claim.  In signing the 

impact claim form (Attachment 1), the Claimant agrees to release all data associated with the well 

and provide access to the well for inspection by a GSA technical representative.  Denial of access 

to the well for inspection by the GSA will result in denial of mitigation. 

2.5 Preliminary Well Assessment Based on Existing Data 

A GSA technical representative will review all available information provided by the Claimant for 

the affected well prior to inspection in the field.  Data to be reviewed will include (but not 

necessarily be limited to): 

• The CDWR driller’s log, 

• Information on date the well was constructed, 

• Well construction information (casing diameter, casing depth, perforation interval), 

• Available downhole video surveys, 
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• Historical groundwater levels, 

• Pump type and intake depth, 

• Motor size, 

• Pump age, 

• Typical discharge rate, 

• Historical electrical use, 

• Historical production, 

• End use of the water (e.g. agricultural irrigation, domestic supply, etc.), 

• Land IQ satellite consumptive use data (if agricultural), 

• Last pump test date, 

• Last service date, 

• Last static and pumping groundwater levels, and 

• Information on the nature of the problem. 

Based on a review of the available data provided by the Claimant, the GSA will determine whether 

the claim can be verified based on the data.  Criteria for the determination will include: 

• Completeness of the dataset relative to the requested information, 

• Reliability of the data provided, 

• Nature and status of the issue, 

• Evidence of well impact due to GSP-/GSA-approved or authorized activities. 

If the claim can be verified based on available information from the Claimant or the Tule Subbasin 

Data Management System, then the GSA technical representative will issue a recommendation for 

appropriate mitigation.  If not, the GSA will conduct additional investigation to verify the claim 

as described in Section 2.6. 

2.6 As-Needed Supplemental Well Inspection and Data Collection 

To verify a claim that cannot be confirmed from existing information provided by the Claimant, a 

GSA technical representative will need to inspect the well and collect supplemental information.  

The types of information to be collected will depend on the data available from the Claimant.  

Determination of the extent of additional data collection necessary to verify the claim will be at 

the sole discretion of the GSA.   

In general, the minimum data to be collected in the field will include: 

• Well name 

• Pump size (horsepower) 

• Casing type and diameter 

• Static groundwater level 

John-Michael
Typewriter
Attachment 2 – Thomas Harder and Company Technical Memorandum – Technical Requirements for Addressing Impact Claims from Groundwater Levels for Tule Subbasin Groundwater Sustainability Agencies



Tule Subbasin Technical Advisory Committee  
Technical Requirements for Addressing Impact Claims from Groundwater Levels                               December 2022 

 

6 

 

• Discharge rate 

• Pumping groundwater level 

The owner or owner’s representative authorized to operate the pump will be asked to be onsite at 

the time of inspection to operate the pump.  The GSA technical representative will record 

observations from the inspection on a form like that provided in Attachment 2.   

If a CDWR driller’s log or other information is not available to confirm the total depth and 

condition of the well and if the pump intake depth cannot be confirmed from available information, 

it may be necessary to have the pump removed from the well and conduct a downhole video survey.  

Removing the pump will enable the GSA technical representative to measure the column pipe and 

thus confirm the pump intake depth and inspect the condition of the pump.  The video log will 

enable inspection of the condition of the casing and perforations and confirm the perforation 

interval, total depth, and static groundwater level of the well.  Upon completion of the 

investigation, the contractor will be required to reinstall the pump and reestablish all connections.  

If the pump was operating prior to removal, the contractor will be required to demonstrate that the 

pump is functioning properly after reinstallation.  A sounding port or flow meter may also be 

installed to collect pumping water level data or discharge rate data, respectively. 

Considerations for each GSA Mitigation Program include: 

• Who will fund the contractor to remove the pump and conduct the video survey? 

• If the GSA funds it, is the cost subject to reimbursement by the Claimant if the investigation 

finds that the issue is not associated with transitional overdraft pumping.   

• Will the GSA require the well owner to sign a release of liability for any damage to the 

pump, pump column, or well resulting from removal of the pump and conducting the video 

log? 

3 Evaluation of Claims of Groundwater Level Impacts 

The foundational premise of the Mitigation Program, as it relates to groundwater levels, is to 

address significant and unreasonable impacts to domestic, municipal, industrial and agricultural 

wells from GSP-/GSA-approved or authorized activities. 

The graphic on Figure 2 provides illustrated examples of groundwater level conditions that could 

be cause to approve or deny claims based on the data provided by the Claimant or collected by the 

GSA.  It is noted that the examples shown on Figure 2 are not exhaustive and are provided for 

guidance only.  Further, as SGMA does not require the GSAs to address impacts prior to January 

2015, the examples assume that impacts prior to this time will not be considered for mitigation.  In 

practice, it will be up to each GSA to determine if impacts that occurred prior to January 2015 will 

be evaluated and factored into considerations of mitigation.  As shown, Examples 1 and 2 illustrate 

groundwater level impacts that would qualify for mitigation.  Example 1 is a case where the static 
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groundwater level is below the 2015 groundwater level and the pumping groundwater level, at the 

historical discharge rate, is within 10 feet of the bottom of the well.  In Example 2, the static 

groundwater level is measured below the 2015 groundwater level and the pumping groundwater 

level, at the historical discharge rate, has dropped to within 20 feet of the pump intake.  In both 

cases, the lowered groundwater levels can be attributed to overdraft and there is no option to restore 

the water supply without mitigation.  The evaluation should consider whether there is adequate 

separation between the pump intake and the bottom of the well (e.g., 10 feet) and whether there is 

adequate pump submergence (e.g., 20 feet). 

Examples 3 through 6 on Figure 2 illustrate cases where the well impact is not associated with 

lowered groundwater levels from GSP-/GSA-approved or authorized activities.  In these cases: 

• The pumping groundwater level would have already been below the bottom of the well 

before January 2015 (Example 3), 

• The pumping groundwater level would have already been below the bottom of the pump 

intake before January 2015 (Example 4), 

• The static groundwater level would have been below the pump intake prior to January 2015 

(Example 5), 

• The pump is not functioning for reasons other than groundwater level decline (e.g. 

mechanical failure)(Example 6). 

In many cases, it is anticipated that a static groundwater level measured in the impacted well from 

January 2015 will not be available.  For those cases, the reference January 2015 static groundwater 

level will be inferred from a groundwater level contour map generated based on available data 

from other wells measured at that time.  Separate groundwater contour maps will be generated for 

the Upper and Lower Aquifers.  The reference static groundwater level will be assigned from the 

contour map of the aquifer in which the well is predominantly perforated. 

There are other factors, independent of lowered groundwater levels, that can cause a well to stop 

functioning, such as pump mechanical failure due to age or malfunction, holes in the well casing 

allowing sand into the pump intake, holes in the pump column associated with corrosion and wear, 

excessive plugging of screens due to lack of maintenance (e.g. well rehabilitation), and others.  All 

these factors will need to be taken into consideration when assessing the need for mitigation. 

Based on the analysis of data for the impacted well, the GSA technical representative will provide 

a recommendation to the GSA Board of Directors whether the well qualifies for mitigation.   

A consideration for each GSA Mitigation Program includes: 

• Will there be an appeal process available to the Claimant and, if so, what will that process 

consist of?  
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4 Potential Options for Mitigation 

Mitigation measures, if approved, could include (but are not necessarily limited to) one or more of 

the following:  

• Providing a short-term emergency water supply to domestic and municipal well owners. 

Short-term emergency supplies shall be provided as soon as reasonably possible, but in 

all cases within 14 days of notification to the GSA of such needs;  

• Providing funds to lower a well pump;  

• Providing funds to complete a connection to an M&I water provider;  

• Supplying an equivalent water supply from an alternate source;  

• Providing funds to replace the affected well with a deeper well that meets state and local 

requirements; or 

• With the consent of the affected landowner, providing other acceptable mitigation.  
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Figure 1Tule Subbasin Technical Advisory Committee
Mitigation Program - Technical Framework

Groundwater Level Impact
Claim Process - Investigation Phase

Applicant Files a Claim Form, Provides Available Well Data
(e.g. Drillers Log, Pump Information, Water Levels, etc.)

Does the Applicant Request an Interim Water Supply 
during the Claim Investigaton? 

Yes, GSA to Arrange an Interim 
Water Supply, Claim Proceeds

Will the Applicant Provide Access to Well for Wellhead Investigation?

Is there Sufficient Data to Evaluate the Claim?
(Static Groundwater Level, Pumping Groundwater Level,

Pump Intake Depth, and Well Bottom)

Yes, Proceed 
to Evaluation

No, 
Gather Data

GSA to Gather Necessary Data, Potential Options Include:
-Pull pump and measure pump intake depth, well bottom, 
    and static water level, as necessary
-Modify wellhead to install sounding port to measure
    static and pumping water level
-Modify the wellhead to install a flow meter
-Conduct video log

Groundwater Level Evaluation Answering the Question:
Is the Claim Attributable to GSP-/GSA-Approved or Authorized Activities?

Yes,
Proceed to Mitigation

No,
Claim Denied

Yes, GSA Conducts
Wellhead Investigation

No,
Claim Denied

For Domestic and Industrial Wells, 
Is a Municipal Connection Available?

Yes,
Proceed to Mitigation

No,
Claim Proceeds

No,
Claim Proceeds

Responsibility of Applicant

Responsibility of GSA

Checkpoint

Legend
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Figure 2Tule Subbasin Technical Advisory Committee
Mitigation Program - Technical Framework

Groundwater Level Impact
Claim Process - Evaluation Examples

Not Attributable to GSP-/GSA-
Approved or Authorized Activity

2015
Static GWL

Attributable to GSP-/GSA-
Approved or Authorized Activity

2015
Pumping WL

Claim
Pumping WL

2015
Static GWL

2015
Pumping WL

Claim
Pumping WL

Pump damage
Well casing damage
Sanding
Staining
Odor
Mechanical Failure/Issues

Claim
Static GWL

2015
Static GWL

2015
Pumping WL Claim

Pumping WL

Claim
Static GWL

Claim
Static GWL

2015
Static GWL

2015
Pumping WL

2015
Static GWL

2015
Pumping WL

Claim
Pumping WL

Claim
Static GWL Claim

Static GWL

2015
Static GWL

2015
Pumping WL

Claim
Pumping WL

Claim
Static GWL

Example 1 - Well and pump was 
operational in 2015. Pumping Water 

Level is currently at or below the 
bottom of the well

Example 2 - Well and pump was 
operational in 2015. Pumping Water
 Level is currently at or below the

pump intake

Example 3 - Static Groundwater Level
was above the pump intake, but the 

Pumping Water Level was at or below 
the bottom of the well before 2015

Example 4 - Static Groundwater Level
was above the pump intake, but the 

Pumping Water Level was at or below 
the pump intake before 2015

Example 5 - Static Groundwater Level
was at or below the pump intake

before 2015

Example 6 - Pumping Water Level may
be at or below the bottom of the Pump or

 Well but the Pump is Not Functioning

2015 Static Groundwater Level (GWL)
Measured or Based on Best Available Data 

(e.g. Subbasin Groundwater Flow Model,
 or Nearby Measured Data)

2015 Pumping Water Level (WL)
Documented or Infered based on Best Available Data
(e.g. well effiency test, pump installation documents)

Claim Pumping Water Level (WL)
Measured or Infered based on
Best Available Data if Pump is Dry
(e.g. shown to be cavitating)

Claim Static GWL
(Measured by GSA)

Pump Column

Pump Intake 
(Measured or Documented)

Screen Well Casing

Blank Well Casing

Legend and Notes

All Depths not to Scale.
“2015” = January 1, 2015.

Other Potential Issues Not Arributable to 
GSP-/GSA-Approved or Authorized Activity:

Land Surface

Note: Examples provided are for illustrative
purposes only and do not constitue a
decision. Groundwater level evaluations
will be conducted on a case-by-case basis
using the best available data. Additional
data and analysis may be required.
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Groundwater Level Impact Claim Form 
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Attachment 1 

 

Claimant Information 

Contact Name:  Well Location Sketch: 

Phone Number:  

Mailing Address:   

Well Name:   

Well Location (Address/Description):  

Well Type: 

       Domestic        Industrial        Agricultural        Other (Specify): 

 

Interim Water Supply 

Does the Claimant Request an Interim Water Supply?  

 

       Yes 

       No 

Number of Residences/Business Served (If Applicable): 

Number of Cropped Acres and Crop Type (If Applicable): 

Estimated Daily Water Use (Gallons, Cubic Feet, or Acre-Ft): 

 

Well Construction Information 

Is a Department of Water Resources Well Completion Report (i.e. 

Driller’s Log) Available? 

       Yes (Attach if Available) 

       No 

Casing/Well Depth (ft): 

Perforation Interval(s) (ft): 

Casing Material: Casing Diameter (inches): 

Date Constructed (If Known) and/or Well Age (Estimated): 

Date of Last Video Survey (If Available): 

Well Photos Attached:        Yes        No 
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Attachment 1 

Pump Information 

Type:        Submersible        Vertical Turbine 

Intake Depth (ft): Motor Size (horsepower): 

Age (Known or Estimated): Typical Discharge Rate (gpm): 

Last Pump Test Date (Attach Record if Available): 

Last Service Date (Attach Record if Available): 

 

Issue Status 

Date Issue Arose: 

Issue:        No flow        Reduced Flow        Breaking Suction        Future Concern 

Comments/Description: 

Static Water Level (ft): Pumping Water Level (ft): 

Status:        Not Resolved, Contractor not Contacted (Note: Contacting a Contractor Not Required) 

       Not Resolved, Contractor Provided Estimate (attach estimate if applicable) 

       Resolved (attached records if applicable) 

Contractor Company Name: 

Contractor Contact Name: Contact Phone Number: 

Contractor Address: 

 

Applicant 

By signing this Groundwater Level Impact Claim Form, the applicant agrees to provide the GSA with access 

to the well for the Wellhead Investigation. 

Print Name: Date:  

Signature: 

 

GSA Use Only 

Received By: Date:  
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Groundwater Level Impact Well Inspection Form 
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Attachment 2 

Inspector 

Inspector Name: Date: 

Representing (e.g. Irrigation District, Consultant, etc.): 

  

Owner Information 

Owner’s Name: 

Field Contact Name (If Different): 

Address: 

Phone Number: 

 

Well Information 

Well Name: 

Date Constructed: 

Casing/Well Depth: 

Casing Material: 

Casing Diameter (inches): 

Perforation Interval(s): 

 

Pump Information: 

Type:        Submersible        Vertical Turbine 

Electrical Power (kW): Motor Size (horsepower): 

Intake Depth (ft):  

Equipped with Flow Meter:        Yes        No 

Flow Meter Description (Attach Photo): 

Discharge Rate (gpm) and Source: 

Discharge Line Diameter (Inches): 
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Attachment 2 

Site Inspection 

Sounder Access Port Description and Opening Diameter (in): 

Reference Point Description and Stick Up (ft): 

Time Since Last Pumped: Time Since Pumping Started: 

Measured Static Water Level (ft): Measured Pumping Water Level (ft): 

Observed Pumping Description (e.g., working, won’t turn on, dry after 5 minutes, pumping air, 

cavitating, etc.): 

Observed Pumping Rate (gpm) and Description (e.g., flow meter, bucket test, etc.): 

Distribution System Description (e.g., pressure tank, storage tank, residence, etc.) 

 

Location Sketch 

 

Well Coordinates: 

Survey Method: Latitude: Longitude: 
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Figure 1

Groundwater Level Impact
Claim Process - Investigation Phase

Applicant Files a Claim Form, Provides Available Well Data
(e.g. Drillers Log, Pump Information, Water Levels, etc.) J

Does the Applicant Request an Interim Water Supply
during the Claim Investigaton?

Yes. GSA to Arrange an Interim
Water Supply, Claim Proceeds

I

No,
Claim Proceeds

I
For Domestic and Industrial Wells,

Is a Municipal Connection Available?

Yes.
Proceed to Mitigation

No,
Claim Proceeds

(Will the Applicant Provide Access to Well for Wellhead Investigation?)

^m
f Yes, GSA Conducts
\^WeUhead Investigation

No.
Claim Denied

Is there Sufficient Data to Evaluate the Claim?
(Static Groundwater Level, Pumping Groundwater Level,

Pump Intake Depth, and Well Bottom)
I

Yes, Proceed
.to Evaluation

No,
Gather Data )

I
GSAto Gather Necessary Data, Potential Options Include:
-Pull pump and measure pump intake depth, well bottom,

and static water level, as necessary
"Modify wellhead to install sounding port to measure

static and pumping water level
-Modify the wellhead to install a flow meter
-Conduct video log

Groundwater Level Evaluation Answering the Question: ^
Is the Claim Attributable to GSP-/GSA-Approved or Authorized Activities?^/

I
'Yes. ^ f No7

proceed to Mitigation^ \, Claim Denied.

Legend

licant)

Responsibility of GSA ^)

c Checkpoint :)
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Figure 2

Groundwater Level Impact
Claim Process - Evaluation Examples

Attributable to GSP-/GSA.
Approved or Authorized Activity

Not Attributable to GSP./GSA.
Approved or Authorized Activity

Example 1 - Wel! and pump was
operational In 2015. Pumping Watar

Level Is currently at or below the
bottom of the well

Example 2-Well and pump was
operational In 2015. Pumping Water

Level Is currently at or below the
pump Intake

Example 3 - Stallc Groundwater Level
was above the pump intake, but the

Pumping Water Level was at or below
the bottom of the well before 2015

Example 4 - Static Groundwater Level
was above the pump Intake, but the

Pumping Water Level was at or below
the pump Intake before 2015

Example 5 - Static Groundwater Level Example 6 • Pumping Water Level may
was at or betow the pump intake be at or below the bottom of the Pump or

before 2015 Well but tha Pump Is Hot Functioning

2015
Static GWL

2015 ^:
Pumping WL

= y_ Claim
"StatteGWL

, Claim
Pumping WL

2015
Static OWL'

2015^
Pumping WL

2015
Static GWL'

j_ Claim
SlaUc GWL

. Claim
Pumping WL

2015
Static GWL~

Claim
lE-T-StatteGWL

2015^=«=-- -- - 2015^

Pumping WL pumping WL~

I
2015

Static GWL
2015

Static GWL
s::

y_ Claim
Static GWL

^Clalm
Pumping WL

:E=E ^ Claim
2015 ^J=i= StatteGWL 2015^;

Pumping WL •::=: Pumping WL

--" y Claim

Pumping WL

u
Claim
Static GWL

•^
Claim
Pumping WL

Note: Examples provfded are for HlustraVve
purposes only end do not constltue a
decision. Grwndwaler level evaluations
will be conducted on a case-by-case bssls
using the best available data. Additional
dflfa and analysts may be required.

Other Potential Issues Not Arrlbutable to
GSP-/GSA-APP roved or Authorized Activity:

Pump damage
Well casing damage
Sanding
Staining
Odor
Mechanical Falkire/lssues

Legend and Notes

All Depths not to Scale.
"2015"a January 1,2015. E

2015 Statte Groundwater Level (GWL)
Measured or Based on BestAvailable Data y

(e.g. Subbasln Groundwater Ftow Model,
or Nearby Measured Data)

2015 Pumping Water Level (WL) y_
Documented or Infered based on Best Available Data
(e.g. well effiency (esl, pump inslallatkni documenls)

Land Surface

Pump Column

Pump Intake
(Measured or Documenled)

Blank Well Casing

Screen Well Casing

^Clalm Static GWL
(Measured by GSA)

^CJalm Pumping Waler Level (WL)
Measured or Infered based on
BestAvaitable Data if Pump is Dry
(e.g. shown to be cavitating)
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Lower Tule River and Pixley Irrigation Districts 
Groundwater Sustainability Agency  
Groundwater Level Impact Claim Form   

 

  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

       Domestic         Industrial         Agricultural         Other (Specify):   
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Claimant Information   
 

 

 

Contact Name:    Well Location Sketch:   

   

   

   

   

 

Phone Number:   
 

Mailing Address:    
 

Well Name:    
 

Well Location (Address/Description):   

 

Well Type:   

Interim Water Supply   

Does the Claimant Request an Interim Water Supply?          Yes   
         No   

Number of Residences/Business Served (If Applicable):   

Number of Cropped Acres and Crop Type (If Applicable):   

Estimated Daily Water Use (Gallons, Cubic Feet, or Acre-Ft):   

 

Well Construction Information   
 

 

Is a Department of Water Resources Well Completion Report (i.e.  

Driller’s Log) Available?   

  Yes (Attach if Available)   

  No   
 

Casing/Well Depth (ft):   
 

Perforation Interval(s) (ft):   
 

Casing Material:   Casing Diameter (inches):   
 

Date Constructed (If Known) and/or Well Age (Estimated):   
 

Date of Last Video Survey (If Available):   
 

Well Photos Attached:         Yes         No   
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 Pump Information   
 

 

Type:         Submersible         Vertical Turbine   
 

Intake Depth (ft):   Motor Size (horsepower):   
 

Age (Known or Estimated):   Typical Discharge Rate (gpm):   
 

Last Pump Test Date (Attach Record if Available):   
 

Last Service Date (Attach Record if Available):   

 

 Issue Status   
 

 

Date Issue Arose:   
 

Issue:         No flow         Reduced Flow         Breaking Suction         Future Concern   
 

Comments/Description:   

 

Static Water Level (ft):   Pumping Water Level (ft):   
 

Status:         Not Resolved, Contractor not Contacted (Note: Contacting a Contractor Not Required)   

       Not Resolved, Contractor Provided Estimate (attach estimate if applicable)   

       Resolved (attached records if applicable)   
 

Contractor Company Name:   
 

Contractor Contact Name:   Contact Phone Number:   
 

Contractor Address:   

 

 

Applicant   
 

 

By signing this Groundwater Level Impact Claim Form, the applicant agrees to provide the GSA with access   
to the well for the Wellhead Investigation.   

 

Print Name:   Date:    
 

Signature:   

 

GSA Use Only   
 

 

 

Received By:   Date:    
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Lower Tule River and Pixley Irrigation 
Districts Groundwater Sustainability Agency 
Groundwater Level Impact Well Inspection 

Form 
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Inspector   
 

 

 

Inspector Name:   Date:   
 

Representing (e.g. Irrigation District, Consultant, etc.):   

 

Owner Information   

Owner’s Name:   

Field Contact Name (If Different):   

Address:   

Phone Number:   

Well Information   

Well Name:   

Date Constructed:   

Casing/Well Depth:   

Casing Material:   

Casing Diameter (inches):   

Perforation Interval(s):   

 

 Pump Information:   
 

 

Type:         Submersible         Vertical Turbine   
 

Electrical Power (kW):   Motor Size (horsepower):   
 

Intake Depth (ft):    
 

Equipped with Flow Meter:         Yes         No   
 

Flow Meter Description (Attach Photo):   
 

Discharge Rate (gpm) and Source:   
 

Discharge Line Diameter (Inches):   
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Site Inspection   

Sounder Access Port Description and Opening Diameter (in):   

Reference Point Description and Stick Up (ft):   

Time Since Last Pumped:   Time Since Pumping Started:   

Measured Static Water Level (ft):   Measured Pumping Water Level (ft):   

Observed Pumping Description (e.g., working, won’t turn on, dry after 5 minutes, pumping air,  

cavitating, etc.):   

Observed Pumping Rate (gpm) and Description (e.g., flow meter, bucket test, etc.):   

Distribution System Description (e.g., pressure tank, storage tank, residence, etc.)   

Location Sketch   

 

Well Coordinates:   

Survey Method:  Latitude:  Longitude:   
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LOWER TULE RWER AND PtXLEY IRRIGATION DISTRICTS
GROUNDWATER SUSTAINIBILITY AGENCY

WAIVER AND RELEASE OF LIABILITY AND
INDEMNITY AGREEMENT

Landowner Names and Addresses (Please Print):

I have submitted an impact claim form to the Groundwater SustainabiHty Agency ("GSA"). It is understood that I must give

access to my well for inspection and that the GSA may provide a temporary alternative water supply.

It is acknowledged and agreed that any temporary water supply being provided is non-pofable and is not for human
consumption, and that the entities providme such water make no representation, warranty or guarantee as to tlie quality7
of the water provided or its suitability for any particular use. It is acknowledged and agreed that the temporary water

supply provided shall be used for in-home emergency use only and shall not be used or applied outside of the home on,

including but not limited to, hardscapes, landscapes, vegetation, plants, crops, etc. It is acknowledged and agreed that
the provision of an interim water supply hereundcr is temporary; neither this aereement nor the provision of water

Iiereunder creates a water right, public utility service right or any right to continued or permanent water service; and
the provision of this temporary water supply may be terminated in the sole discretion of the entities listed above.

In consideration for the provision of temporary water supplies to the Property, I, for myself and on behalf of any other person

residing at or visiting the Property, if any (collectively "Water Users"), do hereby release, waive, discharge, and covenant not to
sue the above named irrigation district serving as the GSA, and the district's respective project participants, including the

directors, officers, owners, employees, independent contractors or agents of all of the same (collectively referred to herein as the
"GSA"), from liability for any and all claims for personal injury, illness, death, property damage, or any other claim, including
but not limited to claims arising out of the negligence of the GSA that relates to or results from the provision of a temporary

interim water supply to the Property.

It is expressly agreed that the GSA shall not be liable for any injuries or any damages to the Water Users, or the property of

such persons, or be subject to any claim, demand, damages or causes of action arising out of or relating to any use of the interim

temporaiy water supply, and well inspections by the GSA, regardless of whether the negligence of the GSA caused or
contributed to the injury or damage. This waiver and release of claims is intended to be as broadly interpreted as allowed under

California law but does not include gross negligence or willful misconduct by the GSA.

By signing this waiver and release the Water User is agreeing to waive all rights that they may have under the provisions of

section 1542 of the Civil Code of California, which reads in part as follows:

"A general release does not extend to claims that the creditor or releasing party does not know or suspect to exist in his

or her favor at the time of executing the release and that, if known by him or her would have materially affected his or
her settlement with the debtor or released party."

(Water User's initials)

The Water User acknowledges that if the GSA ultimately accepts the claim and provides mitigation measures, the well subject
to the claim is not eligible for future mitigation and the Water User releases the GSA from future claims regarding such well.

The Water User executing this waiver and release of liability hereby agrees to hold the GSA harmless from all claims which

may be made by or on behalf of the Water User, and to indemnify the GSA from any such claims to the fullest extent allowed
under California law. This express indemnification provision specifically includes reimbursement for all attorneys' fees and

litigation costs incurred by the GSA or on their behalf as a result of any such claim. Neither this Agreement nor the provision

(or offering) of temporary, emergency water supplies hereunder constitutes any admission of liability or wrongdoing, or an
agreement or admission of any duty, fact, matter, or contention whatsoever.

Signature:_ Date: _ Signature:__ Date:
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